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Dry Break International

ARTA-Dry Break Coupler

ASK-CI

CHEMICAL



Applications: Chemicals, Petrochemicals, Food & Pharma

Sitzes: DN15 (1/2”) up to DN 200 (8”)

Pressure Rating: PN16 - PN40

Body Material: Stainless Steel 316, Aluminium, Hastelloy a.o.

Sealing Material: Viton, NBR, PFE (Perflourelastomers)

Connections: Threaded (e.g. BSP, NPT) or flanged (e.g. DIN, ASME)

Accessories: Dust Cap for male adapter
Dust Plug for female inliner
Selective Coding
Proximity Swichtes

Postfach 1248  •  D-65571 Diez an der Lahn  •  Germany
Tel.: 0049 - (0) 6432 / 9147-40 • Internet: www.arta-gmbh.de
Fax: 0049 - (0) 6432 / 9147-12 • e-mail:   info@arta-gmbh.de

Dry Break Coupler ASK-CI

The ARTA ASK-CI allows a fast, safe and spill free coupling of even pressure loaded hoses
and piping systems without any product loss.
Assembling in draw up and pressure loaded lines.
Reduced torsion force  by integrated swivel joint on the female inliner.
Two step lock / unlock mechanism.
Optional selective coding to avoid product mix up.

Armaturen- und Tankgerätebau GmbH & Co. KG
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100% compatibility
on other brands.


